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• Is noiseless and easy to install

• Consumes like any electrical household appliance

• Connects to any electrical outlet

• Requires a small space

• Removes architectural barriers

The RESET lifting platform has been designed to meet the mobility needs easily 
and safely in any building type. Created on the base of IGV experience, RESET
is especially conceived to offer a robust, functional and cost-effective product:

• available with masonry or metal shaft structure;

• featuring a pushbutton panel with aluminium plate;

• ceiling light fixture;

• car with plastic-coated sheet steel and linoleum or rubber floor;

• provided with motor cabinet
• infrared ray photocell barriers also available.

Safety is guaranteed by a photocell at the car entrance.

RESET complies with the Machinery Directive (DPR 459/96 and 98/37/EEC) 
and electromagnetic compatibility standard EMC (DL 476/92, 89/336/EEC).

Reset ®

Free from stairs  sss sss sésss sésss sss sssésss
 1C/1 1C/2 1C/3 1C/4 1C/5 1C/6 1C/7

A 800 800 800 950 950 950 800
Car

B 800 1000 1300 1300 1000 800 1200

C 1170 1170 1170 1320 1320 1320 1170
Shaft

D 900 1100 1400 1400 1100 900 1300

P 800 800 800 950 950 950 800 Door

Kg 250 250 250 250 250 250 250 Load

 sss sss sss sss sss sss
 1L/1 1L/2 1L/3 1L/4 1L/5 1L/6

A 800 950 1300 1300 950 800
Car

B 800 800 800 1000 1000 1000

C 1030 1180 1530 1530 1180 1030
Shaft

D 1070 1070 1070 1270 1270 1270

P 800 950 950 950 950 800  Door

Kg 250 250 250 250 250 250  Load

 sss sss sss sss sss sss
 2A/1 2A/2 2A/3 2A/4 2A/5 2A/6
A 800 800 800 1000 1000 1000

Car
B 800 1000 1300 1300 1000 800

C 1070 1070 1070 1270 1270 1270
Shaft

D 980 1180 1480 1480 1180 980

P1 750 750 750 950 950 950  Door

P2 750 950 950 950 950 750  Door

Kg 250 250 250 250 250 250  Load

 sss sss sésss sésss sss sssésss
 2P/1 2P/2 2P/3 2P/4 2P/5 2P/6 2P/7

A 800 800 800 950 950 950 800
Car

B 800 1000 1300 1300 1000 800 1200

C 1170 1170 1170 1320 1320 1320 1170
Shaft

D 880 1080 1380 1380 1080 880 1280

P 800 800 800 950 950 950 800 Door

Kg 250 250 250 250 250 250 250 Load
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 sss sss sésss sésss sss sssésss
 1C/1 1C/2 1C/3 1C/4 1C/5 1C/6 1C/7

A 800 800 800 950 950 950 800

B 800 1000 1300 1300 1000 800 1200

C 1330 1330 1330 1480 1480 1480 1330

D 1000 1200 1500 1500 1200 1000 1400

 sss sss sss sss sss sss
 1L/1 1L/2 1L/3 1L/4 1L/5 1L/6

A 800 950 1300 1300 950 800

B 800 800 800 1000 1000 1000

C 1310 1460 1660 1660 1460 1310

D 1170 1170 1170 1370 1370 1370
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DOORS 

The standard controller can be easily 
concealed in the cellar or garage,

because it can be installed
up to 7 metres far from Reset.

The Reset lifting platform complies 
with the Machinery Directive 

(98/37/EC) and with all essential 
law requirements.

Technical data
Travel 12 m max
Pit  100 mm min 
eadroom 2450 mm min 
Rated load 250 Kg
o. of stops 5 max
Speed 0,15 m/s max
Rated power 1.1 kw
Supply voltage 230 V

* Clear width between 
shaft walls.

 sss sss sésss sésss sss sssésss
 2P/1 2P/2 2P/3 2P/4 2P/5 2P/6 2P/7

A 800 800 800 950 950 950 800

B 800 1000 1300 1300 1000 800 1200

C 1330 1330 1330 1480 1480 1480 1330

D 990 1190 1490 1490 1190 990 1390

BLID
(Standard)

VISIO PAEL

Fire-rated doors 
type:
REI 60
REI 120

Steel and                           
glass door

FINISHES
- primed
- RAL painted

Steel and                           
glass door

FINISHES
- primed
- RAL painted

PAORAMIC 
IRO

Steel and                           
glass door

FINISHES
- primed
- RAL painted

White (Standard)

CAR 
LIGTIGS

SpotlightsBlack (Standard)

Standard

PS BTTO 
PAEL 

Brick built or concrete hoistway* Stahlschacht
Standard Modelle

M 1 - Primus - L

M 1 - Primus - P

M 1 - Primus - C

Kg

P 800 800 800 950 950 950 800 

Kg 250 250 250 250 250 250 250 

Kabine

Schacht

Tür

Tragkraft

Kabine

Schacht

P 800 950 950 950 950 800  Tür

Kg 250 250 250 250 250 250  

P 800 800 800 950 950 950 800 

250         250         250         250         250        250         250 

Tragkraft

Kabine

Schacht

Tür

Tragkraft


